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Install 10’ bredkawoy padestal peole, Countdown pedestrian signal head, APS pushbutton and pedestrian

education sign as shown. (Note: 1-3", 90° polyvinyi chloride elbow).

Remove exis?ihg edestrian signal headss pushbutton, pedestrian si?n from existing strain pole. Disconnect and
-puli back ail cable and reroute through proposed copdui? use existing conduit bend in strain pole foundation as shown.

Instail 37 polyvinyl chloriﬁe sfectrical conduit (Schedule 80) (irenched).

Install 3° pol

vinyl chioride electrical conduit (Schedule 80) (trenched}. Cap and abandon existing conduit

after Insfaliq¥ion of proposed conduit and rerouting of cabie has been completed as shown.

Instclt hondhotle.

Instal i proposed paraillel h@ndicopped ramp (Std. No. MD 655.13 with detectable warning surfccé (Std. No. MD 655.40).

Instali groposed parailel hdndiccpped rong (Std. No. MD 655.12) with detectable warning surface (Std. No. MD 655.40).
T nto tne 5 ' :

{Notes: e macadam trail shall +ie | flat landing.)

Install 24” white heat appl}ed preformed thermoplastic pavement marking. (Stopline)

Iinstali 127 white heat applfed preformed thermoplastic pavement marking. (Crosswalk)

Use existing span wire.

Use existing conduit.

Use existing handhoie.

Use existing base-mounted cabinet and conitroller.
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cccordance with SHA standards. All crosswalks sha
handicap ramps or median cut throughs.

4, Contractor shall remove al! unused wiring.

or if necessary a design waiver is obtained.

1. All underground utilities shown on these plans are schematic oniy and
may not be complete. The conitractor shal! be responsible for notifying
“MISS UTILITY" prior to construction so that ail utilities may be located
in the fleid. If the contractor perceives that a conflict between the
utilities and the traffic signal wili occur. the contractor shall notify
the project engineer immediately so that the conflict may be resolved.

2. All pavement markings detailed are proposed and are to be instailed in

i1 be centered on

3. Al Traffic Signal Foundations shall be instailed at the Final Sidewalk
or Curb grade for closed sections, Highest Roadway Profile Grade for
open sectlions, to meet ¢learances as specified in MD 816.03, MD 818.01.
MD 818.02. and MD 818.04 The contractor shall verify ultimate grades
prior to the installation of ali signal equipment.

5. If the location of Accessible Pedestrian Signal Pushbuttons must be changed
the contractor shall notify the Project Engineer to get approval for new
jocation to ensure proper requirements of the MUTCD are stil! met. All work
must be halted until the Project Engineer has obtained an gpproved location

TOD NO: AT925-02
" SHA No.: MO281A52/B52
US 29 @ Prelude Drive
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